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2.Dimension
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1. Characteristic  

Type                                               BMS4011-08         BMS4011-16       BMS4011-32

Rated Impedance( ohm)                     8 15%               16 15%             32 15% 

Rated Power(W)                                                       0.15

max Power(W)                                                           0.3

Resonant Frequency(Hz)                                     450 20%

Rated Freq.Range(Hz)                                          f0 ~3500

Sound Pressure Level(dB)                                      82 3  

Magnet(g)                                                                0.6

operating Temperature( )                                 -10~40

�Electrical and Mechanical Characteristics 
            

F

E

G

F

E

G

BeStar

H BMS-4011

2

H

1

17
0.

3

6.5 0.340 0.3



H

G

F

E

D

C

B

A

Th
is

 p
rin

t a
nd

 in
fo

rm
at

io
n 

th
er

e 
in

 a
re

 p
ro

pr
ie

ta
ry

 to
 B

es
ta

r E
le

ct
ro

ni
cs

 In
du

st
ry

 C
o.

, L
td

. 
an

d 
sh

al
l n

ot
 b

e 
us

ed
 in

 w
ho

le
 o

r i
n 

pa
rt 

w
ith

ou
t i

ts
 w

rit
te

n 
co

nt
en

t

3.1 Load Test
      Power                                    input 0.15W,pink noise
      Duration                                 24hrs

3.2 Heat Test
      Temperature                          +40 2
      Duration                                16hrs

3.3 Cold Test
      Temperature                          -10 2
      Duration                                2hrs

3.4 Moisture Test
      Temperature                         +40 2
      Humidity                                90%-95%RH
      Duration                                48hrs

Speakers can be inspected after leaving in normal temperature for 2hrs.  After each 
test, all electronical and acoustic characteristics should be satisfied with the 
specification.
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           Apearance:  The speaker should not exist any obstacle to normal 
                               operation:damage,crack,rust and distortion etc. 

4.Appearance
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3.Environmental Test
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Remark: 

100 pcs per tray
10 trays per carton
Total 1000pcs per carton
Size: 50 27 26(cm)
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6. Packing

5.Frequency Response
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